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Read this entire leaflet before using the Petrol Generator

Using the 4 Stroke Generator 4 Stroke Generator
1. Plan the use of the generator so that it can always be

used safely.

2. A competent person must authorise use of the generator
for some of the applications outlined in this leaflet.

3. The services of a qualified electrician will be required if
the generator is to be used to supply an installed or large
system, or for some of the other uses outlined in this
leaflet.

4. Electricity is dangerous and must always be used with great care.

5. Petrol is highly flammable. Take care not to cause a fire or explosion.

6. This equipment is designed to generate electricity up to its rated current, at its
rated voltages – do not use it to do anything else. Carelessness or misuse could
cause a serious or fatal accident.

7. You will need ear defenders for up to 85dB(A).

1. Keep a close check on any cables that are being used – especially extension
cables. If they appear to be damaged in any way, stop the generator and replace
them.

2. The generator has fuses or circuit breakers to protect it in case of overload. If a fuse
appears to have blown, ensure a competent person replaces it.

3. The generator may switch itself off if it gets too hot. Allow it to cool down before
restarting. If this happens repeatedly, check with a competent person or the hire
company.

4. Stop the generator before leaving it unattended.

5. If the equipment does not work properly, do not attempt to repair it. Contact the
hire company.

Please keep this leaflet safely as it may be required for future reference

v:
11

20
16

Hire Association Europe 
2450 Regents Court
The Crescent
Birmingham Business Park
Solihull B37 7YE

Telephone:    44 (0) 121 380 4600
Fax:               44 (0) 121 333 4109
Email:           mail@hae.org.uk
website:        www.hae.org.uk

Any unauthorised reproduction – manually or  electronically – is STRICTLYprohibited

©Copyright Hire Association Europe April 2011

BeforeStartingWork

WORKAREA

1.Checkthegenerator,engine,sockets
andallequipment.Donotuseanything
founddamaged:contactthehire
company.

2.Usingthisequipmentindoorsorin
confinedspacescouldcausefatal
carbonmonoxidepoisoning.Neveruse
itindomesticpremisesandonlyuseitin
otherindoorsituationsifitssuitability
andtheventilationrequiredhasbeen
fullyassessed.Mechanicalextraction
ventilationwillalmostalwaysbe
required.

3.Thisequipmentislikelytocausenoise
levelsupto85dB(A).Appropriateear
defendersmustbeworn.

4.Anybodywhoisalsoworkingnearthe
generatormustalsoweareardefenders.

5.Thegeneratorshouldbeshelteredfrom
therainandwater,andonafirmand
levelsurface.

6.Donotusethisgeneratorwherethereis
adangerofexplosion.Itwillignitefumes
frompetrol,orgascylinders.

7.Makesureyouunderstandallofthe

controls.Beforestartingthegenerator,
youmustknowhowtostopit.

8.Thegeneratormaynotbesuitablefor
usewithsomepowertoolsthathave
electronicspeedcontrol,andsensitive
equipmentsuchaslasersurveying,
videoorcomputerequipment.Check
withthehirecompanybeforeus.

REFUELLING

1.Nosmoking.

2.Stoptheengineandletitcooldown.

3.Ifpossible,movethegeneratoraway
fromyourworkarea.

4.Useafunnelandcleanpetrol.Donot
spillanypetrolonyourselforthe
generator.

5.Wipeanypetroloffthemachine.
Disposeoffuelsoakedclothcarefully.

6.Ifanypetrolisspiltontheground,wipeit
uporcoveritwithsoil.

7.Ifanypetrolisspiltontoclothing,change
themstraightaway.

8.Putallpetrolcapsbackonproperly,and
movethefuelcantoasafe,coolplace.

ELECTRICALCONNECTIONS

1.Theelectricalsupplyfromagenerator
shouldbetreatedwithgreatercarethan
normalmainselectricity.

2.Ifthegeneratoristobeconnectedto
anythingotherthanasingletoolor
appliance,acompetentpersonshould
checkthisisbeingdoneinasafe
manner.

3.Acompetentqualifiedelectricianis
requiredtoconnectthegeneratortoan
installationorlargesystem.

4.Donotusedistributionboxes,ormore
thanonetoolorcableconnectedtothe
generator,withoutconsultinga
competentperson.

5.Ifextensioncablesarerequired,they
shouldbekeptasshortaspossible.Lay
themoutcarefullywheretheywillnotget
damaged,andsothattheconnections
willnotgetwet.Keepaclosecheckon
theirfulllength.

6.Useonlydoubleinsulatedtools,marked
����.    Do not use earthed tools (those that
need an earth wire) without consulting a
competent person.

7.Check the generator’s power rating
against the power usage of your tools.
The generator’s rating will be shown on
its case.  1 KvA means it can supply
about 800 watts, 5 kvA means about
4,000 watts.  Check the labels on each of
the tools to find their power usage, or
check with a competent person.  Make
sure that the tools will not draw more
power than the generator can supply.

8.In any event, certain site conditions will
require that the generator is earthed and
bonded.  This must be done by a
competent qualified electrician.

STARTING THE MACHINE

1.Check that the engine and machine
controls are set correctly, and that it is on
a level surface.

2.Hold the machine firmly to ensure it does
not move when pulling the starter.

3.Pull the starter grip out slowly.  It will
come easily at first, until it bites.  Now
give it a strong pull.

4.Let the starter rope rewind itself slowly.

5.If the generator will not start, check that
the oil level has not fallen too low.  This
may automatically prevent the engine
running.

Before Starting Work...
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